3918  Cooper Inspection Repairs Made:
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Repaired:  Removed surface corrosion and added bushing clamp:
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Repaired:  Installed additional GFCI receptacles
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							Repaired holes in wall / baseboard:
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Repaired:  Replaced receptacle with GFI protected receptacle
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Repaired:
Moss washed / removed from roof
Gutters cleaned of leaves/debris (however, during fall, leaves collect in gutter)
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Repaired:  Vegetation removed from exterior walls
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Repaired:  There was no leakage in the drain line, however, the duct tape was removed and drain line repaired with flexible coupling
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Page 33 ltem: 7

GFClI

+ Outdoor receptacles are not GFCI protected, need to be
updated.
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Roof

Page 34 Item: 1 |Roof Condition + Extruding nails noted. Damaged shingles noted.
» Moss covering portions of the roof; this condition can
accelerate the wear and deterioration of the roof.
* Tree limbs need to be trimmed away from the roof.
Page 36 Iltem: 2 |Flashing * Flashing lifting at the service mast boot.
Page 37 ltem: 6 |Gutter » Clean gutters: Significant amounts of debris noted.
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Grounds

Page 44 Item: 1 |Driveway and » Uneven slabs at the driveway. This is a potential tripping
Walkway Condition |hazard. Recommend repair.
Page 45 ltem: 3 |Vegetation * Vegetation was in contact with the exterior walls. The
Observations vegetation should be trimmed away to prevent damage to the
building.
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Plumbing

Page 51 ltem: 2

Waste Lines

» Duct tape noted on the drain line in the crawlspace.
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Crawlspace
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Water Heater

Page 25 ltem: 2

Water Heater
Condition

* No expansion tank on the water heater.

» Rust/corrosion at the water heater connections.
» Bushing/clamp missing at wires entering water heater.
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Page 6 ltem: 5

Electrical

* GFCI's recommended at kitchen left of cooktop and left of
sink as a safety enhancement.

* Light fixture(s) not operational at several rooms.

» Dimmer switch not operational at the dining room.
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Page 8 Item: 10

Wall Condition

* There is damage to the interior wall at the upstairs front right
bedroom closet.





image6.png
Upstairs front riaht bedroom closet




